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T O U T R A V O  V E 5 1 0

TOUTRAVO 510 NEOPRENE GLOVE LENGTH 38CM
Ref. VE510

Product specifications

Neoprene with cotton flocklining. Length: 38 cm. Thickness: 0,78 mm.

Support: 100% neoprene.
Flocking: 100% cotton.

Tested according to EN374-3:2003 determination of permeation resistance, levels of permeation from 1
to 6 (A : Methanol = 3, B : Acetone = 3, C: Acetonitrile = 6, I: Ethyl Acetate = 3, J : n-Heptane = 2, 40% Caustic
Soda (NaOH) (K) = 6/6, 96% Sulphuric Acid (L) = 2/6, Chrystallisabel acetic acid = 6, acetic acid 25% = 6, Aniline
= 6, Dimethylformamide = 6, Ethanol = 6, Formaldehyde 37% = 6, Furfural = 6, Hydrochloric acid 10% = 6,
Nitromethane = 6, Octyl alcohol = 6, Phenol = 6, Sodium hydroxide (20%) = 6)

COLOUR
Black
SIZE
6/7, 7/8, 8/9, 9/10, 10/11
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Product Use - Risks

 Biological chemical particles   Wearing

 Construction / Civil engineering   Heavy industry   Light industry

Product's highlights & user's benefits

Flocked lining :
• Absorbs perspiration
• Comfort

Length 38 cm :
• Complete protection of the forearm

NEOPRENE - UNSUPPORTED
ADVANTAGE
• Good abrasion resistance
• Waterproof and airtight
• Waterproof with alcohols and cleaners
• Good heat resistance
• Excellent protection against chemicals,
greases and hydrocarbons

http://gloves.deltaplus.eu/fr/
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Certifications and Standards

PPE DIRECTIVE EC 89/686

EN420:2003 General requirements
5: Dexterity (from 1 to 5)

EN388:2003 Protective gloves against mechanical Risks (Levels obtained on the palm)
4: Resistance to abrasion (from 1 to 4)
1: Resistance to cutting (from 1 to 5)
1: Resistance to tear (from 1 to 4)
0: Resistance to puncture (1 to 4)

EN374-3:2003 Protective gloves against chemicals and micro-organisms - Part 3:
Determination of resistance to permeation by chemicals

ABCIJKL: Resistant gloves to permeation by chemicals, tested according to EN374-3
A 3 > 60 mn: Méthanol (A) CAS 67-56-1
B 3 > 60 mn: Acetone (B) CAS 67-64-1
C 1 > 10 mn: Acetonitrile (C) CAS 75-05-8
I 3 > 60 mn: Ethyl acetate (I) CAS 141-78-6
J 2 > 30 mn: n-Heptane (J) CAS 142-85-5

K 6 > 480 mn: Caustic soda 40% (K) CAS 1310-73-2
L 4 > 120 mn: Sulphuric acid 96 % (L ) CAS 7664-93-9

References

References Bar code COLOUR SIZE  

VE510NO06 3295249012021 Black 6/7 120 12

VE510NO07 3295249012038 Black 7/8 120 12

VE510NO08 3295249012045 Black 8/9 120 12

VE510NO09 3295249012052 Black 9/10 120 12

VE510NO10 3295249012069 Black 10/11 120 12


